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Spectrum Test Report

NAME: FL3 200W TYPE:CCT-FL3 200W WEIGHT:

DIM.: SPEC. : SERIAL No.:

MFR.: LAB VILAS 317

SDCM:5.3
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Wavelength (nm) F6500, x= 0.313 y=0.337

Color Parameters:

Chromaticity Coordinates:x=0.3204 y=0.3425/u'=0.1981 +v'=0.4765 duv=0.00626
Tc=6043K Dominant WL:Ld=501.1lnm Purity=3.9%

Ratio:R=13.4% G=81.2% B=5.3% Peak WL:Lp=456.0nm HWL:20.6nm

Rendering Index:Ra=81.0 TLCI = 67

R1 =78 R2 =88 R3 =92 R4 =78 R5 =78 R6 =82 R7 =87
R8 =65 R9 =-2 R10=69 R11=76 R12=52 R13=81 R14=96 R15=73
E = 128.9 1x Ee = 0.4037 W/m2

Status: T=26.00ms Ip=51740 (79%) [ HAAS-2000A(CAN) ]

Tester: GONIOPHOTOMETERS Date:
Temperature:25.2Deg Humidity:61%
Manufactory:LAB VILAS 317 Remarks:1669-PTN-2023

System:HAAS-2000A (CAN)
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Standard: ANSIC78-377_White_2015.WCL

CIE x,y: x=0.3204,y=0.3425

CLASS: ANSI 6500K
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Tester: GONIOPHOTOMETERS Date:
Temperature:25.2Deg Humidity:61%
Manufactory:LAB VILAS 317 Remarks:1669-PTN-2023

System:HAAS-2000A (CAN)
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Colour Patches

Colourist's Advice Report

Sector Lightness Chroma Hue
R -4 -3 -1
R/Y -1 -1 3
Y 1 1 4
Y/G 1 1 0
G 2 0 -2
G/C 1 -1 -1
(o] 0 -2 -1
c/B -2 1 5
B -1 2 1
B/M -2 -1 -4
M - ! !
M/R -5 -1 -4

SPECTRAL POWER DISTRIBUTION COMPARISON

TLCI-2012: 67 CCT: 6043 K Duv: 0.0063
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Tester: GONIOPHOTOMETERS Date:
Temperature:25.2Deg Humidity:61%
Manufactory:LAB VILAS 317 Remarks:1669-PTN-2023

System:HAAS-2000A (CAN)



